DIAMOND PLASTICS®

RE: Manufacturer’s Certification,
Green Diamond Grip-Tite AWWA C900 PVC Pipe

To Whom It May Concern:

Please be advised that Diamond Grip-Tite restrained joint PVC pipe is manufactured in
accordance with AWWA C900 from sizes 4” through 24” diameters.

Diamond CI dimension PVC force main pipe is green in color and is manufactured and tested to
meet the dimension and performance requirements of AWWA C900-22. The pipe is marked
“Force Main” and every piece of pipe is hydrostatically tested to twice the rated pressure for 5
seconds according to the requirements of AWWA C900-22. All applicable testing is conducted
in accordance with ASTM D1598, ASTM D1599, ASTM D2152, and ASTM D2412.

For Diamond Grip-Tite restrained joint PVC pipe, a standard Rieber gasket is used in the belling
and hydrotesting process. Once manufactured and hydrostatically tested, the original Rieber
gasket will be removed from the bell raceway prior to shipping. Grip-Tite integral restraint
gaskets will be provided with each shipment, uninstalled, allowing the bell raceway to be
thoroughly cleaned before the installation of the clean integral restraint gasket.

Because the pipe is manufactured to AWWA C900 before removing the standard Rieber gasket,
the dimensions of Diamond Grip-Tite restrained joint PVC Pipe do not differ from our standard
C900 pipe. The specifications data and loading charts for our standard C900 pipe can be found
on our website.

If we may be of further assistance in this matter, please do not hesitate to call us. For your
convenience, please use our toll-free phone 1-800-PVC-PIPE (1-800-782-7473.)

Sincerely,

DIAMOND PLASTICS CORPORATION
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Matt Rennau, P.E.
Director of Sales & Marketing, North Central

P.O. Box 1608 Grand Island, NE 68802-1608 Phone 308-384-4400



